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Concern has been raised for the 64-m to 70-m antenna upgrade project that the 70-m
system may experience greater S-band beam-pointing perturbations than the 64-m system.
The S-band perturbations are due to minor (higher order) mode generation, causing
subtle cross-polarization fields affecting beam pointing direction, as described herein.
For the antennas in their present configuration (64 mj, a slight S-band gain degradation
of about 0.05 dB can be attributed to these effects. Therefore, a full physical optics
analysis was performed for the present-day 64-m system, as described herein The results
were compared with past analyses and experimental observations in order to verify the
algebra and computer code with the intent of deriving a valid analysis method for accur-
ately analyzing the 70-m shaped dual-reflector Cassegramian antenna. The results of the
new analysis appear to be in excellent agreement with previous analyses and experimental
data, and extension of the analysis methods to the 70-m system will follow in a second
article.
I. Introduction
In support of the DSN 64-m to 70-m antenna upgrade
project, several RF performance analyses were made based on
a two-reflector, linearly polarized antenna system at X-band
and S-band. However, the two-reflector analysis is valid only
at X-band. At S-band, the antenna (64-m or 70-m) is in reality
a four-reflector system. The present-day DSN 64-m antennas
use conventional paraboloidal and hyperboloidal Cassegramian
reflectors, with the hyperboloidal subreflector modified in
three major ways. First, the vertex is displaced from the main
reflector centerline such that a line connects the main reflector
focal point, the subreflector vertex, and the primary feedhorn
phase center. Second, the subreflector rim is trimmed to
describe a cone of 20 = 120°, centered on the main reflector
axis of symmetry. Lastly, a special spillover-reducing conical
flange is used around the periphery of the offset and asym-
metrically trimmed hyperboloid. The overall antenna system
employs two additional S-band reflectors near the primary
feeds, one ellipsoidal and the other planar, to make up a four-
reflector antenna at S-band. These reflectors, which enable
simultaneous S- and X-band use of the overall antenna (S-band
uplink and downlink and X-band downlink), complicate the
analyses because of the close proximity to geometric optics
focal points (see Fig. 1).
The 70-m Cassegramian subreflector is specially shaped
for uniform amplitude illumination of the primary reflector
and is slightly asymmetric in order to accommodate offset
primary feeds. Two additional reflectors in the primary feed
region are also used in the same manner mentioned above for
the 64-m antenna.
Neither reflector in the primary feed region can be ana-
lyzed using simple geometric optics or usual far-field ap-
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proaches. Figure 2 shows the complex physics involved, i.e.,
the divergence and bunching of the RF energy beam as com-
puted from a near-field analysis. Furthermore, the necessary
physical asymmetries involved in these multi-function antenna
instruments cause second-order (but important) perturbations
in the final aperture beam directions when circular polariza-
tion is used. The beam-direction perturbation can be pre-
dicted only in a four-reflector antenna analysis that also takes
into account near-field and circular polarization effects.
It was necessary to use some approximations in the previous
analyses of the present-day system. For example, only a rough
analysis of final aperture beam directions was made. Concern
exists that the 70-m system, which effectively illuminates the
main reflector in a uniform way, may experience greater
S-band perturbations or beam squints (i.e., non-coincident
right circularly polarized/left circularly polarized beams) than
the 64-m system. Accordingly, it was decided to first perform
a full analysis of the existing 64-m S-band system, since
previous experimental results are available for comparison
(Ref. 1).
If the present analysis effort is verified by comparison with
previous experiments, the work will be extended to include
the 70-m shaped asymmetric subreflector and shaped sym-
metric main reflector. For a full analysis, the S-band horn
fields will be carried through all four reflectors (resulting in a
transmission viewpoint of final antenna system beams) to
account fully for all near-field, cross-polarization, and higher
order mode generation effects caused by various intentional
asymmetries. This appears to be the first time such a complete
and rigorous analysis has been performed on such a complex
antenna system.
The present analysis goes far beyond previous analyses in
many ways. The analysis methods can be used for both
hyperbolic/parabolic and dual-shaped reflectors. It is a true
four-reflector, circular-polarization, near-field physical optics
analysis. Figure 1 shows the four-reflector system, consisting
of the S-band feedhorn the ellipsoid, the dichroic plate, the
asymmetric subreflector, and the symmetric main reflector
Figure 3 shows a simplified block diagram of the analysis
approach. Near-field diffraction patterns were computed using
standard JPL spherical wave expansion (SWE) techniques
deveoped by Ludwig. The far field of each subreflector is first
found by use of conventional physical optics integrations. This
is followed by a numerical expansion of the far field to obtain
the spherical wave mode coefficients. Finally, near-field com-
putations result from using these coefficients (Ref. 4).
III. Results
The observed RF beam positions of the 64-m antenna are
shown in Fig. 4. There are two significant beam position off-
sets from the antenna boresight, as explained in Ref. 1 The
0.0114° offset (Fig 4) of the X-band beam is due to the
finite thickness of the dichroic plate, which causes a refrac-
tion effect as the X-band wave propagates through the dichroic
plate. When this was found, the position of the dichroic
plate was shimmed by 1 in. The shimming brought the S-
and X-band beams together in the direction of center-to-
center line of the S- and X-band feedhorns, as seen in Fig. 4.
The S-band right circularly polarized beam has another offset
of 0.0086° normal to this direction. This offset is attributed
to the higher order (m ¥= 1) modes generated at the ellipsoid
and is predicted to be observable only for circularly polarized
waves. Alternately, this offset can be considered as a depolari-
zation effect caused by the asymmetric ellipsoid geometry.
II. Background
A comprehensive description of the 64-m antenna S/X-
band reflex feed system was presented by Bathker in 1974
(Ref. 1). An analysis of the observed 64-m antenna S-band
beam position offset from antenna boresight was performed
by the author in 1977 (Ref. 2). The analysis made use of a
diffraction analysis (physical optics) of the feedhorn/elhpsoid/
dichroic assembly performed by Potter (Ref. 3). The analysis
by Potter was combined with a geometric-optics analysis of
the hyperboloid scattering, and with an aperture field integra-
tion computation of the antenna secondary field, to predict
the final antenna beam direction. While this early approach
worked very well in the 64-m antenna case, the algebra and
computer code developed were essentially limited to the
hyperboloid/paraboloid case, and could not be easily extended
to the 70-m dual-shaped reflector system.
The new numerical results are 90% in agreement with
experimental results observed in Fig. 4 Beam offset of a
right circularly polarized wave from the antenna boresight was
previously measured at 0.0086° and computed to be 0.0095°
(0.061 beamwidth measured; 0.068 beamwidth computed).
(It is expected that the left circularly polarized wave offset
would be 0.0086° in the opposite direction from the antenna
boresight, although this was not measured.) Beam offset due
to a 1-in. shim in the position of the dichroic was measured at
0.0114° and computed to be 0.010° (0.081 BW measured,
0.071 BW computed). Table 1 shows the computed beam
offset caused by the 1-in. shim of the dichroic position.
Table 2 shows the right circularly polarized beam offset from
antenna boresight. Together, Tables 1 and 2 indicate that the
S-band beam position will be offset by 0.010° and 0.0095°
in the two mutually perpendicular directions.
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In addition to good correlation with observed RF beam
positions, the present analysis also yields a reflector gam com-
putation that can be compared with previous efficiency com-
putations. A gain of 62.66 dB, corresponding to an efficiency
of 77.6%, was computed, including spillover losses, non-
uniform illumination and phase, higher order mode (m =£ 1),










The total losses computed previously (Ref. 1) were -1.147 dB
(76.8%), compared to present computed losses of -1.10 dB
(77.6%). An item-by-item loss comparison is not possible
because the present gain computation does not provide a
breakdown of individual loss components.
The only small uncertainty of the analysis is that the
hyperboloid flange was not included. It is not believed this
would make any difference in the beam position prediction.
However, efficiency (gam) computation is affected. It is
likely that the difference in the two efficiency computations
is mostly due to the fact that the subreflector flange was
modeled in the earlier analysis. Since future DSN systems will
not use such flanges, no effort was expended patching this
part of the model into the new software. The difference is
less likely due to numerical inaccuracies of either computation.
The new capabilities developed with this work include
(1) software for analyzing the arbitrary wave polarization
case (linear, circular, and elliptic) at near-field distance (see
Appendix A), and (2) a physical optics program for computing
symmetric main reflector diffraction when illuminated by
asymmetric feed radiation patterns in the form of spherical
wave harmonics. These programs enhance physical optics
analysis capability and will be useful in other analysis activities.
They are applicable to ongoing ground station antenna research
and development efforts such as beam waveguide feed sys-
tems, holographic data reduction, and verification of GTD
analysis software. As stated, this appears to be the first time
such a complete and rigorous analysis has been performed on
such a complex antenna system. Future work will extend the
present results to the planned DSN 70-m dual-shaped reflec-
tor system with reflex-dichroic feed.
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**Beam position for peak gam.
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*Plane 0 = 270° (direction of 0 0086° beam offset, see Fig. 4).
**Beam position for peak gain.
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Fig. 1. The 64-m antenna four-reflector antenna system using



















Fig. 3. Block diagram of physical optics analysis approach
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Computes corrugated horn pattern and spherical wave coefficients
for vertical (y) polarization.
Obtains horn pattern spherical wave coefficient set for horizontal
(x) polarization. Input is spherical wave coefficient set for y
polarization.
Obtain horn pattern spherical wave coefficient set for RCP. Input
is spherical coefficient wave set for y polarization.
Ludwig (Ref. 4) asymmetric reflector physical optics analysis
program. Computes far-field diffraction patterns of ellipsoid,
dichroic plate, and hyperboloid.
Programs for computing spherical wave coefficient set of given
(near- or far-field) pattern. Performed four times for ellipsoid,
dichroic, and hyperboloid.
Cramer symmetric reflector physical optics analysis program,
used in computing far-field pattern of 64-m parabolic main
reflector.
Determines near-field phase center for given source (near- or far-
field), pattern, and distance.
Produces FSCATT integration grid for ellipsoid.
Produces FSCATT surface definition for ellipsoid.
Provides FSCATT integration grid for dichroic plate.
Produces FSCATT surface definition for dichroic plate.
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